
SVX701ARS 4K UHD AI Trac king  Video Conf erence Cam era
�P 4K UH D

Utilizing the SONY 1/ 2.5- inch UHD CMOS sensor with 8.51 million pixels, it  produces images in 4K (3840× 2160). It  is also backward compat ible with 

resolut ions such as 1080P and 720P.

�P 12X Opt ical Zoom  +  71°FoV

The camera has a 4K telephoto lens and supports 12x opt ical zoom, 24x zoom at 1080P, and 71° horizontal FoV.

�S AI Tracking

Built - in the image recognit ion and tracking algorithms, can realize humanoid t racking and auto framing.

�P Rem ote Cont ro l

M ult iple control options, including RS232, RS485, network, and USB control of the camera.

�P Built - in OLED Disp lay

The camera comes with OLED display, real- t ime display of HDM I and SDI (SDI can not display 4K) output resolution, IP address and other informat ion.

�P Full USB Funct ion

Featuring a full- function USB Type-B interface compat ible with both USB3.0 and USB2.0. It  supports audio, encoding output, and complies with UVC 

v1.1~ 1.5 protocols.

�P Low Light  Enhancem ent

The camera ensures clear images in low- light  situat ions by using a CMOS image sensor of 55dB SNR and a 2D &  3D noise reduct ion to reduce image 

noise in low- light condit ions.

�P M ult ip le Interf aces

Supports simultaneous output of three 4K video streams through USB, HDM I, and network interfaces.

�P PoE

Allows power supply, control, and audio-video signal t ransmission to the camera through a PoE Ethernet cable

Camera

Video System HDM I: 4KP30fps,4KP25,1080P30,1080P25

Sensor 1/ 2.5 inches, CMOS, Effect ive Pixels: 8.51 M egapixels

Scanning M ode Progressive

Lens 12x, f =  4.4mm ~  52.8mm, F1.8 ~  F2.6

Digital zoom 16X

M inimal Illuminati on 0.5Lux @ (F1.8, AGC ON)

Shutte r 1/ 30s ~  1/10000s

Wh ite  Balance Auto, Indoor, Outdoor, One Push, M anual

Backlight Compensation Support

Digital Noise Reduction 2D& 3D Digital Noise Reduct ion

Video S/N �ˆ 55dB

Horizontal Angle of View 71° ~  8.2°

Vertical Angle of View 42.7° ~  4.5°

Horizontal Rotation ± 170°

Vertical Rotation Range -30° ~  + 30°

Pan Speed Range 2.7° ~  35.7° / s

Tilt Speed Range 2.7° ~  31.5° / s

H &  V Flip Support

Image freezing Support

PoE support

Number of Preset 255

Preset Accuracy 0.1°

USB Features

Operate System
Windows 7 (only supports UVC1.1 features), Windows 8 and above version, M ac OS X, Linux 2.4.6 and above version, Android needs to include the version 

of UVC-related drivers

Color System /  
Compression

YUY2 /  H.264 /  M JPEG

Video Format

YUY2: M ax.1080P30

M JPEG: M ax.2160P30

H.264 AVC: M ax.2160P30

H.264 SVC: M ax.2160P30

Audio on USB Support

USB Video UVC 1.1~ 1.5

UVC PTZ Support

Ne twork  Features

Video Compression H.264 /  H.265 /  M JPEG

Video Stream M ain Stream, Sub Stream

M ain Stream Resoluti on 3840× 2160,1920× 1080,1280× 720,1024× 576 etc.

Sub Stream Resoluti on 1920x1080,1280x720,1024x576,720x576 etc.

Video Bit Rate 32Kbps ~  102400Kbps

Frame Rate 50Hz: 1fps ~  25fps, 60Hz: 1fps ~  30fps

Audio Compression AAC

Audio Bit Rate 96Kbps, 128Kbps, 256Kbps

Support proto cols TCP/ IP, HTTP, RTSP, RTM P, Onvi f, DHCP, M ulticast , etc.
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M ain Features



Input/Output Interface
 HD Output 1 × HDMI: Version 1.4b;
 1 × SDI, 1080P high-de�nition output. Note: HDMI interface is not available for 4K output
 Network interface 1 × RJ45: 10M/100M adaptive Ethernet，Support PoE
 Audio Interface 1 × Line In/Mic In, 3.5mm Jack
 USB Interface 1 × USB 3.0, TypeB
 
Communication Interface
 1 × RS485: 2pin phoenix port, Max Distance: 1200m, Protocol: VISCA / Pelco-D / Pelco-P;
 1 × RS232 IN: 8pin Mini DIN, Max Distance: 30m, Protocol: VISCA / Pelco-D / Pelco-P;
 1 × RS232 OUT: 8pin Mini DIN, Max Distance: 30m, Protocol: VISCA only
 Power Jack JEITA type (DC IN 12V)
 
Generic Specification
 Input Voltage DC 12V / PoE(802.3 af )
 Current Consumption 1.0A
 Operating Temperature-0°C ~ 40°C
 Storage Temperature-40°C ~ 60°C
 Power Consumption 12W
 Size 238mm (W) × 167.2mm (D) × 149mm (H)
 Net Weight 1.4Kg�


